
FEATURES AND BENEFITS

APPLICATIONS

PRODUCT DETAILS

STANDARDS

CLEANING INSTRUCTIONS

DESCRIPTION

99.9% UV Protection
High Performance Polycarbonate frame
Optically correct 8 base curve dual lens 
Anti-fog/anti-scratch coatings on all lenses
Lightweight sport styling
Hi-Vis frame available 
Medium Impact rated

Emergency response, Medical/laboratory, Engineering, 
Process work, Mining, Construction, Manufacturing

Safety Glasses Certified to AS/NZS1337.1:2010  Lic 40028

Lens 
 

Frame
Nose Pad 
Weight
Product Codes
 
 

AS/NZS1337.1:2010 Certified

 Polarised Lens- Category 3- 12.1% (Tv) Luminous Transmittance - Outdoor Tinted
 Smoke Lens- Category 3- 14.1% (Tv) Luminous Transmittance - Outdoor Tinted
 Clear Lens- Category 0- 90.9% (Tv) Luminous Transmittance - Outdoor Untinted

: AS/NZS Medium Impact
: 2.2mm Polycarbonate
: Base Curve 8 
: Anti-fog / anti-scratch
: Polycarbonate
: PVC
: 26gms 
: 8080 Black Frame, Clear Lens
 8082 Black Frame, Smoke Lens
 8012 Black Frame, Smoke Lens, Polarised
 8080O Hi Vis Orange Frame, Clear Lens
 8082O Hi Vis Orange Frame, Smoke Lens PRODUCT CODES: 8082O (SMOKE) , 8080O (CLEAR)

PRODUCT CODES: 8080 (CLEAR) , 8082 (SMOKE), 
8012 (POLARISED SMOKE)

THROTTLE SAFETY SPEC

Clean with warm soapy water or mild lens cleaning solutions. Do not use alcohol based cleaning wipes/solutions 
as this may damage the lens coatings.
 

AS/NZS1337.1:2010
Lic.40028


